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Multi-functions Emergency light

(patent’s product)

Features:

· Emergency light, gas leakage detector, smoke detector, earthquake detector All in one.

· Can be use in car, outdoor, indoor for security, lighting, gas and smoke leakage detecting.

· One year guarantee. 

· AC 110 and 220-240 are available.

Functions details:

· Emergency light: 

  When AC power off, the light will automatically light on for 4 hours.

· Gas and smoke detector: 

  When detect the smoke (over 2000ppm) or gas, the buzzer will alarm and Bi,..Bi,..Bi

(4 times bi sound per second) for 3 Mins. (90 seconds).  

At this stage, the light will be off.

· Earthquake detector: 

  When detect over the 2-3 grade earthquake, the buzzer will alarm and Bi,..Bi,..Bi

(2 times bi sound per second) for 2 Mins. (60 seconds).  

At this stage, the light will be turn on for 2 Mins. (60 seconds) no matter for the AC power on or off.

· Earthquake+gas, smoke detector together

When detect over 2-3 grade earthquake and smoke or gas leakage, the buzzer will alarm and Bi,..Bi,..Bi, (6 times bi sound per second) for 5 Mins. (300 seconds) 

At this stage, the light will be turn on for 5 Mins (300 seconds) no matter for the AC power on or off.

Operating time:

The detector include rechargeable 6V/4AH battery inside.

When AC power off, the light can be turn on 4 hours at least. 

When AC power off, the smoke and gas detector can be detecting 4 hours at least.

When AC power off, the earthquake detector can be detecting 5 hours at least.
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Operating:

Input the AC power (110 Or 220AC), turn switch 1 on, LED1 (yellow color) light on. 

At this moment, the gas and smoke detector will pre-heat 5 Mins.

After 5 Mins. The gas detector will be ready, the LED2 (green color) light on.

Remark:

When any alarm produce, the LED 3 (Red color) will flash same time as Bi sound.

Switch 1 (SW1): PL light tube on-off control., gas and smoke sensor on-off control., all functions on-off control.

Switch 2 (SW2) : earthquake detector on-off control.
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A: Gas & Smoke sensor  B: Earthquake sensor
  C: Buzzer

SW1: switch 1,     SW2: switch 2.
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